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Federal Communications Commission § 25.279 

§ 25.277 Temporary fixed earth station 
operations. 

(a) When an earth station in the 
Fixed-Satellite Service is to remain at 
a single location for fewer than 6 
months, the location may be consid-
ered to be temporary fixed. Services 
provided at a single location which are 
initially known to be of longer than six 
months’ duration shall not be provided 
under a temporary fixed authorization. 

(b) When a station, other than an 
ESV, authorized as a temporary fixed 
earth station, is to remain at a single 
location for more than six months, ap-
plication for a regular station author-
ization at that location shall be filed at 
least 30 days prior to the expiration of 
the six-month period. 

(c) The licensee of an earth station, 
other than an ESV, which is authorized 
to conduct temporary fixed operations 
in bands shared co-equally with terres-
trial fixed stations shall provide the 
following information to the Director 
of the Columbia Operations Center at 
9200 Farmhouse Lane, Columbia, Mary-
land 21046, and to the licensees of all 
terrestrial facilities lying within the 
coordination contour of the proposed 
temporary fixed earth station site be-
fore beginning transmissions: 

(1) The name of the person operating 
the station and the telephone number 
at which the operator can be reached 
directly; 

(2) The exact frequency or fre-
quencies used and the type of emissions 
and power levels to be transmitted; and 

(3) The commencement and antici-
pated termination dates of operation 
from each location. 

(d) Except as set forth in § 25.151(e), 
transmissions may not be commenced 
until all affected terrestrial licensees 
have been notified and the earth sta-
tion operator has confirmed that unac-
ceptable interference will not be 
caused to such terrestrial stations. 

(e) Operations of temporary fixed 
earth stations shall cease immediately 
upon notice of harmful interference 
from the Commission or the affected li-
censee. 

(f) Filing requirements concerning 
applications for new temporary fixed 
earth station facilities operating in 
frequency bands shared co-equally with 
terrestrial fixed stations. 

(1) When the initial location of the 
temporary fixed earth station’s oper-
ation is known, the applicant shall pro-
vide, as part of the Form 312 applica-
tion, a frequency coordination report 
in accordance with § 25.203 for the ini-
tial station location. 

(2) When the initial location of the 
temporary fixed earth station’s oper-
ation is not known at the time the ap-
plication is filed, the applicant shall 
provide, as part of the Form 312 appli-
cation, a statement by the applicant 
acknowledging its coordination respon-
sibilities under § 25.277. 

[58 FR 13421, Mar. 11, 1993, as amended at 62 
FR 5931, Feb. 10, 1997; 70 FR 4787, Jan. 31, 
2005; 70 FR 32257, June 2, 2005] 

§ 25.278 Additional coordination obli-
gation for non-geostationary and 
geostationary satellite systems in 
frequencies allocated to the fixed- 
satellite service. 

Licensees of non-geostationary sat-
ellite systems that use frequency bands 
allocated to the fixed-satellite service 
for their feeder link operations shall 
coordinate their operations with li-
censees of geostationary fixed-satellite 
service systems licensed by the Com-
mission for operation in the same fre-
quency bands. Licensees of geo-
stationary fixed-satellite service sys-
tems in the frequency bands that are 
licensed to non-geostationary satellite 
systems for feeder link operations shall 
coordinate their operations with the li-
censees of such non-geostationary sat-
ellite systems. 

[59 FR 53330, Oct. 21, 1994] 

§ 25.279 Inter-satellite service. 
(a) Any satellite communicating with 

other space stations may use fre-
quencies in the inter-satellite service 
as indicated in § 2.106 of this chapter. 
This does not preclude the use of other 
frequencies for such purposes as pro-
vided for in several service definitions, 
e.g., FSS. The technical details of the 
proposed inter-satellite link shall be 
provided in accordance with § 25.114(c). 

(b) Operating conditions. In order to 
ensure compatible operations with au-
thorized users in the frequency bands 
to be utilized for operations in the 
inter-satellite service, these inter-sat-
ellite service systems must operate in 
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